Test report no: 069-09

>
VAN HOORN)J CARBIDE

Machine Hembrug NF 425
Spindle type

Max RPM 36.000

Power Kw

Cutter holder

Shrink Holder

Sketch

Workpiece material 1.4104
Hardness Stainless 430F
Application
Side miling [ | |Up-miling || , -
Slotting Down-milling |:| 03 mm R
Profiling [] Ramping [] ‘ m,_.‘za
Plunging [ ] [Circular []
Test 1 Test 2
Cutter supplier Van Hoorn Carbide Van Hoorn Carbide
Cutter description VHMS20100640603L020 VHMS20050640603L010
Cutter diameter eff. Jd mm 1 0,5
Number of teeth z 2 2
Carbide grade 03 03
Cutting conditions
Cutting speed V. m/min 113 57
Revolution n rpm 36.000 36.000
Feed per tooth f, mm 0,014 0,010
Table feed Vi mm/min 1.000 720
Depth of cut a, mm 0,2 0,5
Width of cut a, mm 1 0,125
Length of cut L mm
Chip removal rate Q cm®min 0,20 0,05
Chip thickness Hm mm 0,01389 0,00500
Coolant type dry / airminimum lub.Q emulsion | dry / air \minimum lub.) emulsion
Coolant pressure Bar Internal % Internal xternal
Cutting time / comp T comp- MIN 19M 1H 57M‘,
Toollife Tiotar MiN
Power consumption P Kw
Edge wear Vpmm
Remarks

Test 1. Roughing of material
Test 2. Semi-finishing of material

Both endmills still can be used.
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